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1
REGENERATIVE DRIVE FOR
PIEZOELECTRIC TRANSDUCERS

BACKGROUND

This invention relates to a regenerative drive for piezoelec-
tric transducers.

Piezoelectric transducers are often employed in the designs
of fluidic drop ejectors and in particular, inkjet printers which
use piezoelectric drop on demand (DOD) technology. This
type of inkjet printer uses a number of print jets, each having
an ink-filled chamber in which a piezoelectric element is
disposed. Applying a voltage to the piezoelectric element
causes the element to deform. The deformation of the piezo-
electric element causes a pulse of pressure within the ink
filled chamber, forcing expulsion of a drop of ink from the
print jet. Applying different types of voltage waveforms to the
piezoelectric element can vary the amount and the pattern of
the ink expelled from the print jet.

In conventional inkjet printers, the piezoelectric element is
typically driven using a resistive class drive such as a linear
amplifier or a rail-to-rail pulser which exhibits power loss in
that approximately 10% of the power consumed by the driver
is delivered to the piezoelectric element.

SUMMARY

In a general aspect, a method for regenerative driving of
one or more transducers includes, for each of a plurality of
driving cycles, enabling one or more of the plurality of trans-
ducers for driving, resulting in a number of enabled transduc-
ers, configuring a configurable capacitive energy storage ele-
ment based on the number of enabled transducers and a
desired overall capacitance, transferring a predetermined
quantity of energy from a power supply to a first inductive
energy transtfer element, distributing the predetermined quan-
tity of energy from the first inductive energy transfer element,
to the configurable capacitive energy storage element and to
one or more capacitive energy storage elements of a plurality
of capacitive energy storage elements, each energy storage
element of the plurality of energy storage elements being
coupled to an associated transducer, transferring energy from
the one or more capacitive energy storage elements and from
the configurable capacitive energy storage element to a sec-
ond inductive energy transfer element, and transferring
energy from the second inductive energy transfer element to
the power supply.

Aspects may include one or more of the following features.

Transferring the predetermined quantity of energy from the
power supply to the first inductive energy transfer element
may include transferring the predetermined quantity of
energy to a primary winding of a first transformer, distribut-
ing the predetermined quantity of energy from the first induc-
tive energy transfer element to the configurable capacitive
energy storage element and to the one or more capacitive
energy storage elements may include distributing the prede-
termined quantity of energy from the primary winding of the
first transformer, via a secondary winding of the first trans-
former, transferring the energy from the one or more capaci-
tive energy storage elements and from the configurable
capacitive energy storage element to the second inductive
energy transfer element may include transferring the energy
from the one or more capacitive energy storage elements and
from the configurable capacitive energy storage element viaa
primary winding of a second transformer, and transferring the
energy from the second inductive energy storage element to
the power supply may include transferring the energy from
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the primary winding of the second transformer, via a second-
ary winding of the second transformer, to the power supply.

The first inductive energy transfer element and the second
inductive energy transfer element may be the same element.
The configurable capacitor network may include a plurality
of selectable capacitors and configuring the configurable
capacitive energy storage element may include selecting cer-
tain capacitors of the plurality of selectable capacitors based
on a set of configuration bits. The method may also include
determining the predetermined quantity of energy based on a
desired voltage for application to the number of enabled
transducers.

Determining the predetermined quantity of energy and
configuring the configurable capacitive energy storage cle-
ment may be based on a desired rate of change of the desired
voltage for application to the number of enabled transducers.
Determining the predetermined quantity of energy may
include accounting for a history of prior voltages applied to
the number of enabled transducers. The first transformer and
the second transformer may be flyback transformers operat-
ing in discontinuous conduction mode.

Transferring the predetermined quantity of energy fromthe
power supply to the first inductive energy transfer element
may include transferring the predetermined quantity of
energy to a first two-terminal inductor and transferring the
energy from the second inductive energy storage element to
the power supply may include transferring the energy from a
second two-terminal inductor to the power supply. The first
two-terminal inductor and the second two-terminal inductor
may be the same two-terminal inductor. Each of the plurality
of transducers may include a piezoelectric element.

In another general aspect, a system for regenerative driving
of'one or more transducers includes a plurality of transducers,
a configurable capacitive energy storage element, a first
inductive energy transfer element, a second inductive energy
transfer element, and a controller for operating the system
through a plurality of driving cycles. The controller is con-
figured to, for each of the plurality of driving cycles, enable
one or more of the plurality of transducers for driving, result-
ing in a number of enabled transducers, configure the config-
urable capacitive energy storage element based on the num-
ber of enabled transducers and a desired overall capacitance,
transfer a predetermined quantity of energy from a power
supply to the first inductive energy transfer element, distrib-
ute the predetermined quantity of energy from the first induc-
tive energy transfer element, to the configurable capacitive
energy storage element and to one or more capacitive energy
storage elements of a plurality of capacitive energy storage
elements, each energy storage element of the plurality of
energy storage elements being coupled to an associated trans-
ducer, transfer energy from the one or more capacitive energy
storage elements and from the configurable capacitive energy
storage element to the second inductive energy transfer ele-
ment, and transfer energy from the second inductive energy
transfer element to the power supply.

Aspects may include one or more of the following features.

The first inductive energy transfer element may include a
first transformer, the second inductive energy transfer ele-
ment may include a second transformer, and the controller
may be further configured to transfer the predetermined quan-
tity of energy from the power supply a primary winding of the
first transformer, distribute the predetermined quantity of
energy from the primary winding of the first transformer, via
a secondary winding of the first transformer, to the config-
urable capacitive energy storage element and the one or more
capacitive energy storage elements, transfer the energy from
the one or more capacitive energy storage elements and from
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the configurable capacitive energy storage element to a pri-
mary winding of the second transformer, and transfer the
energy from the primary winding of the second transformer,
via a secondary winding of the second transformer, to the
power supply.

The first inductive energy transfer element and the second
inductive energy transfer element may be the same element.
The configurable capacitor network may include a plurality
of'selectable capacitors and the controller may be configured
to configure the configurable capacitive energy storage ele-
ment including selecting certain capacitors of the plurality of
selectable capacitors based on a set of configuration bits. The
controller may be configured to determine the predetermined
quantity of energy based on a desired voltage for application
to the number of enabled transducers. The controller may be
configured to determine the predetermined quantity of energy
and configure the configurable capacitive energy storage ele-
ment based on a desired rate of change of the desired voltage
for application to the number of enabled transducers.

The controller may be configured to determine the prede-
termined quantity of energy including accounting for a his-
tory of prior voltages applied to the number of enabled trans-
ducers. The first transformer and the second transformer may
be flyback transformers configured to operate in discontinu-
ous conduction mode. The first inductive energy transfer ele-
ment may include a first two-terminal inductor, the second
inductive energy transfer element may include a second two-
terminal inductor, and the controller may be configured to
transfer the predetermined quantity of energy from the power
supply to the first two-terminal inductor and transfer the
energy from the second two-terminal inductor to the power
supply. The first two-terminal inductor and the second two-
terminal inductor may be the same two-terminal inductor.
Each of the plurality of transducers may include a piezoelec-
tric element.

In another aspect, in general, an approach to control of an
array of piezoelectric inkjet printheads makes use of an
energy transfer approach in which, in each of a series of
energizing cycles, energy is first transferred from a power
source to an inductor, and then transferred between the induc-
tor and a combination of a selected subset of the printhead’s
piezoelectric actuator elements and a configurable capacitor,
which is configurable according to the selected subset of the
actuators, optionally configured further according to states of
those actuators prior to the transfer of energy. In some
examples, the energy in the actuators and configured capaci-
tors is recovered at the end of the energizing cycle by trans-
ferring the energy in the capacitor and the actuators to an
inductor (e.g., the same inductor or a second inductor) and
then from that inductor back to the power source.

The combined capacitance of the selected actuators and the
configurable capacitance, any initial voltage and/or charge on
the actuators, the inductance of the inductor and the current
induced on the inductor when it is charged determine both the
voltage on the actuators after the energy is transferred as well
the rate of change (e.g., a time constant) of the voltage and/or
charge during the transition as the energy is transferred from
the inductor to the capacitor and actuators. In some examples,
the capacitor is configured such that the combination of the
actuators and the configurable capacitor provide the same
combined capacitance for different numbers of actuators. The
current that is induced on the inductor is controlled (for
example, by varying the time a supply voltage is applied
across the inductor and/or selecting a number of parallel
inductors to energize) to determine the voltage that is reached
after discharge of the energy from the inductor to the capaci-
tor and selected actuators.
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In some examples, the capacitance of individual actuators,
or of printheads in physically local groups, is estimated (e.g.,
at manufacturing time or in an adaptive manner during opera-
tion) so that the capacitance of a selected group of actuators
may be known more accurately, and therefore the capacitor
can be configured according to the sum of the estimated
capacitances of the selected actuators.

In some examples, non-linear capacitive characteristics
and/or hysteresis characteristics of the actuators are
accounted for in configuring the capacitanceto yield a desired
effective capacitance of the configured capacitor and the
selected actuators.

In another aspect, in general, an approach to control of an
array of piezoelectric actuators (for example, an array of
actuators in a piezoelectric inkjet printhead) makes use of an
energy transfer approach in which, in each of a series of
energizing cycles, energy is first transferred from a power
source to a first energy storage element, and then transferred
between the first energy storage device and a combination of
a selected subset of the actuators and a second energy storage
element. The second energy storage element is configurable
according to the selected subset of the actuators, optionally
further according to states of those actuators prior to the
transfer of energy.

In some examples, the first storage element comprises an
inductor (or more generally, a network of inductors, or even
more generally, an element that stores energy in a magnetic
field). The second storage element is a configurable capacitor,
for example, a digitally controllable capacitor array.

In some examples, the piezoelectric actuators have capaci-
tive characteristics. More specifically, in some examples, the
piezoelectric actuators exhibit non-linear capacitive charac-
teristics and/or hysteresis characteristics.

The transfer of energy between the first energy storage
element and the combination of the selected actuators and the
second storage element results a change in energy in the
actuators and a change in energy in the second storage ele-
ment. In some examples, a desired change of state of the
selected actuators is associated with a desired change in
energy of the actuators. The second storage element is con-
figured according to an energy storage capacity of the second
storage element such that substantially all of the energy in the
first storage element is transferred to the combination of the
configured second storage element and the selected actuators
such that the selected actuators reach their final state. In some
examples, this desired final state is characterized by a desired
final voltage across the selected piezoelectric actuators.

In some examples, the initial state and/or final state of each
of'the selected actuators depends on the voltage and/or charge
on the actuator. In some examples, the initial state further
depends on a prior history of voltage and/or charge, for
example, according to a sign of a rate of change of voltage
and/or charge.

Insome examples, a desired change of state of the actuators
is achieved by one or both of (a) controlling the amount of
energy that is stored in the first energy storage element prior
to transfer to the second storage element and the selected
actuators, and (b) controlling characteristics of the second
storage element. For example, controlling the amount of
energy in the first energy storage element is accomplished by
controlling a time for applying a supply voltage across an
inductive first storage element, and/or controlling an induc-
tance of said storage element. Controlling characteristics of
the second storage element can, for example, include control-
ling a total capacitance of said second storage element.

In some examples, a desired rate of change of state is
achieved by one or both of (a) controlling the amount of
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energy that is stored in the first energy storage element prior
to transfer to the second storage element and the selected
actuators, and (b) controlling characteristics of the second
storage element. In some examples, the rate of change of the
state is determined by an electrical time constant determined
by characteristics of the first storage element and the combi-
nation of the second storage element and the selected actua-
tors. In some examples, a combination of an inductance of the
first storage element and a combined capacitance of the con-
figured second storage element and the selected actuators
characterizes the electrical time constant.

Embodiments of the invention may have one or more of the
following advantages.

Among other advantages, driving the piezoelectric ele-
ments through an inductance is an intrinsically low-loss
method which delivers approximately 95% of the power from
the power supply to the piezoelectric elements, limited only
by circuit parasitics rather than by circuit topology. Specifi-
cally, charging and discharging the print head’s load capaci-
tance through dedicated inductors eliminates resistive charg-
ing losses and consumes near zero power at idle. Because the
print head load capacitance is charged and discharged only
through inductors, the only drive circuit losses are due to
parasitics—diode voltage drop, transformer winding ESR
and leakage inductance losses, and MOSFET switch “on”
resistances. This is an improvement over conventional resis-
tive driving methods which may exhibit approximately 90%
power loss.

Other features and advantages of the invention are apparent
from the following description, and from the claims.

DESCRIPTION OF DRAWINGS

FIG. 1 is a piezoelectric drop on demand printing system
including a regenerative drive.

FIG. 2 is a simple example of an energizer and a print head.

FIG. 3 is a simple timing diagram illustrating the energy
transfer between the energizer and print head of FIG. 2.

FIG. 4 is a detailed view of the energizer and print head of
FIG. 3, including a number of additional elements.

DESCRIPTION

Due to the power losses incurred when driving piezoelec-
tric (e.g., “PZT”—Ilead zirconate titanate) elements using a
resistive drive, there is a need for a low-loss driver for piezo-
electric elements. The embodiments described herein imple-
ment such a low-loss driver by driving and restoring to rest
piezoelectric elements using energy transfer through one or
more inductive energy transfer elements.

1 OVERVIEW

Referring to FIG. 1, a piezoelectric drop on demand (DOD)
printing system 100 includes a host 102 (e.g., a general pur-
pose computer), a regenerative drive 104, and a piezoelectric
DOD print head 106. The regenerative drive 104 includes a
power supply 108, a digital controller 110 (e.g., a microcon-
troller, an FPGA, or some combination of the two), and an
energizer 112. The energizer 112 includes one or more induc-
tive energy transfer elements 114 (e.g., one or more trans-
formers) and a configurable capacitor 118. The print head 106
includes anumber (e.g., 1024) of “print jets” 116, each jet 116
including a piezoelectric element which forms a correspond-
ing capacitor.

Very generally, in operation the host 102 provides print
data to the controller 110 of the regenerative drive 104. The
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print data includes a specification of which jets 116 of the
print head 106 to enable and a specification of a drive voltage
waveform to provide to the jets 116 for the purpose of stimu-
lating the piezoelectric elements ofthe jets. Based on the print
data, the controller 110 configures the print head 106 by
enabling certain jets 116, disabling certain other jets 116 and
configures the configurable capacitor 118 (as is described in
detail below).

The controller 110 then causes generation of the drive
voltage waveform by controlling a timing of charging and
discharging of the capacitors of the jets 116 via the inductive
energy transfer element(s) 114. In some examples, to cause
generation of the drive voltage waveform the controller 110
first commences a charge phase in which the inductive energy
transfer element(s) 114 is briefly connected to the power
supply such that a controlled quantity of energy is transferred
from the power supply 108 to the inductive energy transfer
element(s) 114 where it is stored as magnetic energy in an
inductive element (not shown). With the energy stored in the
inductive energy transter element(s) 114, the controller com-
mences a load phase in which the energy in the inductive
element of the inductive energy transfer element(s) 114 is
discharged into the capacitors corresponding to the enabled
jets 116 and into the configurable capacitor 118. The load
phase results in application of a rising edge of the specified
voltage waveform to the piezoelectric elements of the jets
116.

After a predetermined amount of time, the controller 110
commences a discharge phase in which the energy stored in
the capacitors corresponding to the enabled jets 116 and in the
configurable capacitor 118 is transferred back to the inductive
energy transfer element(s) 114 where it is stored as magnetic
energy inan inductive element. The discharge phase results in
application of a falling edge of the specified voltage wave-
form to the piezoelectric elements of the jets 116. With the
energy stored in the inductive energy transfer element(s) 114,
the controller 110 commences a recapture phase in which the
energy stored in the inductive energy transfer element(s) 114
is recaptured by the power supply 108, accomplishing regen-
eration.

Referring to FIG. 2, one example of the energizer 212
includes two inductive energy transfer elements 214: a charge
transformer 2144 and a discharge transformer 2144. In some
examples, the charge transformer 214a and the discharge
transformer 2145 operate in a manner similar to a standard
flyback switching power supply in discontinuous conduction
mode.

As was the case in FIG. 1, the print head 206 includes a
number (i.e., N) of jets 216, each including a corresponding
piezoelectric capacitor 217 (C, . . . C,) and connected in
parallel to a configurable capacitor 218 (C.) (e.g., a 10-bit
programmable capacitance network).

1.1 Inductive Energy Transfer Elements

The charge transformer 214a includes two windings: a
primary winding L, ; and a secondary winding L, , which are
wound around a common core. Any voltages present on the
primary and secondary windings are in phase and any cur-
rents present on the primary and secondary windings are 180°
out of phase. The charge transformer 214a also includes a
charge switch 220 (e.g., a field effect transistor (FET) switch)
disposed between its primary winding L, , and ground. In
general the charge transformer 214q is used to generate the
rising edge(s) of the drive voltage waveform.

The discharge transformer 2145 includes two windings
(i.e., inductors): a primary winding L, and a secondary
winding L, , which are wound around a common core. As is
the case with the charge transformer 214a, any voltages
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present on the primary and secondary windings are in phase
and any currents present on the primary and secondary wind-
ings are 180° out of phase. The discharge transformer 2145
also includes a discharge switch 222 (e.g., a FET switch)
disposed between its primary winding L, ; and ground, a DC
blocking diode 241 (to block DC current flow through the
secondary winding L, ,), and a commutation diode 243. In
general the discharge transformer 2145 is used to generate the
falling edge(s) of the drive voltage waveform.

1.2 Print Jets

Each jet 216 of the print head 206 and its corresponding
piezoelectric capacitor 217 is connected in parallel to both the
charge transformer 214a and the discharge transformer 2145
through a jet toggle switch 224. In some examples, the jet
toggle switches 224 are implemented as FET devices within
ASIC(s). In some examples, the print head 206 includes many
jets, for example, in the range of 128 to 4096, with the same
number of corresponding piezoelectric capacitances and
associated switches. In some examples, the individual piezo-
electric capacitances are in the range of 50 pF to 1 nF.

1.3 Configurable Capacitor

The configurable capacitor 218 is connected to both the
charge transformer 214q and the discharge transformer 2145,
and is connected in parallel to the piezoelectric capacitors 217
of the jets 216. As is noted above, in some examples the
configurable capacitor 218 is a 10-bit capacitor network
which is capable of being configured within a range of capaci-
tances which encompasses a worst case capacitance of the
print head 206 when operating at a maximum intended tem-
perature (i.e., a point of maximum jet capacitance). In some
examples, the ten control bits of the configurable capacitor
218 are divided functionally into a three-bit coarse valued
network, a three-bit mid valued network, a three-bit fine val-
ued network, and a final smallest capacitor. The mid value,
fine value, and smallest networks have a capacitance which is
about 40% greater than a standard binary progression to allow
for capacitor tolerance variations. In some examples, each of
the three-bit networks has a guaranteed monotonic operation
but the individual networks do not match well to form a single
10-bit monotonic binary network.

The effective capacitance of the configurable capacitor 218
is measured during fabrication at each of the 10-bit control
values using an external capacitance meter with a few volts of
DC bias setting. The table of 1024 (i.e., 2"°) resulting capaci-
tance values is then sorted by an external algorithm. The
algorithm selects a subset of capacitance values from this list
(e.g. 512 values) which represent a best fit straight line to a
linear capacitance progression ranging from a maximum
capacitance value (i.e., all bits on) to a minimum capacitance
value (i.e., all bits oft). Due to the tolerances of the capacitors
used in the configurable capacitor 218 and available compo-
nent choices, the fit to a straight line is generally imperfect. In
some examples, codes appear out-of-order and some may
even be duplicated. In some examples, the table of capaci-
tance values has a precision in the range of an 8.4-8.8 bit
capable configurable capacitor 218, depending on individual
capacitor tolerance. However, in some examples, the config-
urable capacitor 218 includes approximately 40% extra total
capacitance range to allow for print head capacitance varia-
tion at manufacture and with temperature. This extra capaci-
tance range reduces the usable precision of the configurable
capacitor 218 to approximately 7.9-8.3 bits. In some
examples, the configurable capacitor 218 has better than 1%
adjustability within its working range.

In some examples, all of the capacitors used in the config-
urable capacitor besides the smallest capacitor are polyethyl-
ene naphthalate (PEN) film type capacitors. PEN film type
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capacitors track each other well with temperature variation,
eliminating a need to re-linearize the configurable capacitor
218 due to temperature variation. In other examples, tempera-
ture-compensated capacitors (NPO/COG) are used. In some
examples, the individual elements of configurable capacitor
218 are located in a vicinity of each other to ensure that they
are at similar temperatures.

In some examples, a table of 512 10-bit configuration
codes for the configurable capacitor is generated from the
straight line capacitance fit described above. The table is
provided to the controller 110 which stores the table for future
use as a linearization table for the configurable capacitor. The
maximum capacitance value of the configurable capacitor
218 (i.e., the capacitance value when all 10 bits of the con-
figuration code are set to 1) is also provided to and stored by
the controller as a factory measured constant referred to as
“ConfigMaximum” (in nF). ConfigMaximum is used to accu-
rately report the measured equivalent capacitance of the print
head 206, at a chosen voltage state, to the host 102.

2 OPERATIONAL DETAIL

In general, the energizer 212 and the print head 206 are
operated by the controller 110 such that the energizer 212
provides a waveform including a series of pulses having
shapes specified by the host 102 to the print head 206. In some
examples, for each pulse, the energizer 212 and print head
216 are cycled through an initialization phase (I) and five
energy transfer phases which are labeled (1)-(5) in FIG. 2. In
other examples where more complex, composite pulse shapes
(e.g., a short trapezoid on top of a longer trapezoid) are used,
more than five phases per pulse are required.

In the initialization phase, the controller 110 receives an
encode trigger 356 from an encoder (not shown) indicating a
print request from the host 102. The controller 110 subse-
quently sends a command to the print head 206 which causes
a first subset of jets 216 to be enabled (i.e., to have their jet
toggle switches 224 closed) and causes a second subset of the
jets 216 to be disabled (i.e., to have their jet toggle switches
224 opened). In some examples, the command from the con-
troller 110 is based on print data received from the host 102.

Since each of the jets 216 has a corresponding piezoelectric
capacitor 217, enabling different numbers of jets 216 causes
the overall capacitance connected to the inductive charge
transfer element(s) 214 due to the jets 216 to vary. Without
compensating for this varying capacitance, the drive voltage
waveform provided to the jets 216 would deviate from the
desired drive voltage waveform specified by the print data.
For example, the slew rate of the drive voltage waveform and
the final voltage of the drive voltage waveform may deviate
from a desired slew rate and a desired voltage. To compensate
for the varying capacitance presented by the jets 216, the
configurable capacitor 218 is connected in parallel to the
piezoelectric capacitors 217 of the jets 216. In general, for
each pulse in the drive voltage waveform, the configurable
capacitor 218 is configured such that the sum of the capaci-
tance of the enabled jets 216 and the capacitance of the
configurable capacitor 218 is maintained at an approximately
constant capacitance value regardless of the number of
enabled jets 216.

To configure the configurable capacitor 218 the controller
110 calculates a 9-bit address lookup into the table of 512
10-bit configurable capacitor configuration codes and uses
the address to retrieve the 10-bit configuration code corre-
sponding to the address. The 10-bit configuration code is
applied to a control line of the configurable capacitor 218
whereby the capacitance of the configurable capacitor 218 is
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configured. In some examples, the address calculated by the
controller 110 has different number of bits based on the
number of elements in the table (e.g., 10 bits for 1024 ele-
ments or 8 bits for 256 elements).

The controller 110 dynamically calculates the 9-bit address
lookup for each pulse of the waveform using the equation:

ConfigAddress=ConfigCoefficient* (NumJets—NumE-
nabledJets)

where NumlJets is the total number of jets 216 included in the
print head 206 and NumEnabledJets is the number of jets 216
that are enabled for the current pulse. ConfigCoefficient
depends on the particular print head 206 and configurable
capacitor 218. For NumlJets=1024, for a typical printhead and
corresponding circuit design, ConfigCoefficient ranges from
a typical value of approximately 330/1024 up to a maximum
value 0of 511/1024. In general, ConfigCoefficient controls the
amount of the total range of the configurable capacitor 218
that is used to compensate for varying print head jet capaci-
tance.

The controller 110 initially calculates the ConfigCoeffi-
cient value based on system power-up self-calibration trials.
The ConfigCoefficient value is periodically (e.g., during each
initialization phase) adjusted during operation such that the
capacitance ofthe configurable capacitor 218 when zero print
head jets 216 are enabled is approximately equal to the sum of
the capacitance of jets 216 when all of the jets 216 are
enabled.

The ConfigAddress is calculated for each pulse of the drive
voltage waveform according to the above equation. Mapping
ConfigAddress through the capacitance linearization table to
the configurable capacitor 218 causes the configurable
capacitor 218 to add an appropriate amount of capacitance to
the overall print head capacitance, C,,,; (i.e., the sum of the
enabled jet capacitance and the configurable capacitor
capacitance), thereby maintaining a generally-constant over-
all load capacitance. In some examples, in order to optimize
fluid jetting the overall load capacitance is allowed to deviate
from the generally constant capacitance. In practice, since the
capacitances associated with the jets 216 vary with applied
voltage, a constant overall capacitance may only be achieved
at one or two points during the generation of the drive wave-
form.

In some examples, the control lines of the configurable
capacitor 218 are updated by the controller 110 simulta-
neously with the controller 110 enabling and disabling the
individual jets 216 of the print head 206. In some examples,
since the table of configuration codes for the configurable
capacitor 218 is linearized, a side effect of calculating Con-
figCoeflicient is that the print head’s effective capacitance
with all jets 216 enabled is equal to the capacitance value
calculated by the equation:  ConfigMaximum*
ConfigCoefficient*NumlJets. This capacitance value may be
reported by the system to the host 102 for diagnostic and
experimental purposes.

Continuing to refer to FIG. 2 and also referring to FIG. 3,
with the jets 216 enabled and the configurable capacitor 218
configured, the controller 110 commences a first stage (1) in
which energy is transferred from the power supply 108 to the
charge transformer 214a. In the first stage, the controller 110
provides a controllable width charge command pulse 324 to
the charge switch 220, causing the charge switch 220 to close
for a controllable time interval.

While the charge switch 220 is closed, the current in the
primary winding L, , of the charge transformer 214a rises in
a linear manner at a rate determined by the power supply
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voltage V. divided by the inductance, L, of the primary
winding of the charge transformer 214a as follows:

Vee
)=r—
(0 3

The linear rise of the current in the charge transformer’s
primary winding represents an amount of stored energy grow-
ing in time with the square of the length of the charge com-
mand pulse 324:

1 1
E(r) = zLl(z)2 = ﬂvgcﬁ

While the current in the charge transformer’s primary
winding is increasing, a charging diode 232 prevents forma-
tion of an opposing current in the charge transformer’s sec-
ondary winding.

At the falling edge of the charge command pulse 324 a
second phase (2) commences in which the charge switch 220
opens and the energy stored in the primary winding L, , ofthe
charge transformer 214a is transferred through the secondary
winding L, , of the charge transformer 214a and the diode
232 into the capacitors of the combined capacitive load of the
print head 206 (i.e., the piezoelectric capacitors 217 of the
enabled jets 216) and the configurable capacitor 218. The
transfer of energy into the combined load causes the voltages
on the piezoelectric capacitors 217 of the enabled jets 216 to
rise in the form of the first quarter-cycle of a quasi-sine wave
328. The current on the secondary winding L, , of the charge
transformer 214a simultaneously declines in the form of a
first quarter-cycle of a quasi-cosine wave 330 (both wave-
forms are only quasi-sine or cosine, rather than pure sine or
cosine, due to the nonlinear charge-to-voltage characteristics
of'the jet effective capacitance). If the piezoelectric capacitors
217 ofthe enabled jets 216 and the configurable capacitor 218
are linear, the fundamental period of the rising edge of the
voltage waveform 328 (and the falling edge of the current on
the secondary winding L, , of the charge transformer 214a) is
2] LC,,,,; where L is the charge transformer’s inductance
(e.g., 35 uH) and C,,,,; is the combined capacitance of the
print head 206 and configurable capacitor 218.

The energy which was stored in the primary winding of the
charge transformer 214q is nearly completely transferred to
the capacitors 217, 218, resulting in a total energy of (1)
C,,V? being stored on the capacitors 217, 218.

Since the above-described charge event adds a controlled
amount of energy to the capacitors 216, 217 of the print head
206, the charge command pulse width calculation must take
the starting voltage of the capacitors 216, 217 into account.
From an initial voltage V,, production of a final voltage V,
requires a charge command pulse of length T .,z gz

VVEi-V§
Tcrarce = N LCroat Ve

where, neglecting component parasitic losses, V. is the
power supply voltage, L. is the inductance of the primary
winding of the charge transformer 214a and C,,,; is the
effective print head capacitance plus configurable capacitor
capacitance.
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Rescaling time in terms of clock cycles of the controller
110 gives:

V-V
Nerarce = Ferock V LC ot v
cc
where N, zcz 15 the charge command pulse length mea-
sured in clock cycles of the controller, and F; 5cx is the
controller’s clock frequency (e.g., 62.5 MHz). In some
examples, the peak voltage attained on the piezoelectric
capacitors 217, when starting from zero volts, is roughly 20
volts per microsecond of charge time.

In some examples, the effective capacitance of the print
head 206 changes with fire pulse target voltage and also
separately with voltage history (i.e., the magnitude and direc-
tion of prior charge and discharge operations for each jet 216).
In particular, jet 216 may have a different on/off history
through the progress of a multi-pulsed grayscale waveform.

To accommodate the capacitance variation of the jets with
voltage, for every charging event in the original voltage wave-
form specification, the controller 110 calculates an amount of
energy E.(v) required to charge the chosen maximum
capacitance of the configurable capacitor 218 to the desired
final voltage V, and separately calculates the energy E ;. ,-(v)
required to charge the print head’s all-on jets capacitance to
the same final voltage. During printing, the two energy values
are scaled in the controller 110 by an instantaneous “enabled”
jet count fraction, and summed as follows:

E1or=DE jprs+(1-D)E

where E ., is the total required charge energy and D is the
instantaneous jet “enabled” fraction (i.e., the count of cur-
rently enabled jets in the print head divided by the total
number of jets in the print head; a real number ranging from
0to 1). The term (1-D) is used to compute a complementary
portion of the chosen maximum capacitance of the config-
urable capacitor to achieve an energy input requirement for
this charging event which is approximately independent of
the number of jets enabled at the charging event.

The controller 110 then calculates the required charge
command pulse length in system clock periods as follows:

NCHAR GE :FCLO CK\/zLETOT/ VCC

To reduce controller hardware resource requirements and
to scale to integer values, the controller 110 calculates scaled
quantities P, cand P from E ;. and E .

PJETS:EJETSFCLOCKzzL

Pec=EccF CLOCK22L'
The controller then calculates:
Pror=DP jprsH(1-D)Pcc

The controller 110 then calculates the charge command
pulse length (in system clock cycles) as:

NCHAR GE:\/PTOT/ VCC

In general, the above total energy calculations work well
for non-grayscale drive voltage waveforms, or grayscale
drive voltage waveforms which have relatively uniform pulse
voltages so that the voltage history for each jet 216 is similar
and can be compensated for during the microcontroller’s
calculation of the single value E ;...

In some examples, when different jets have different volt-
age histories, an extension of the preceding total energy cal-
culation is used. In particular, the previously described non-
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zero gray-level setting of each jet 216 is stored by the
controller 110 and is used along with the current gray level of
each jet. The previous nonzero and current gray levels
together (4 discrete levels or 2 bits each for example) deter-
mine the energy requirement for a given jet at each charge
command pulse.

In one example, there are 4x4=16 possibilities for com-
bined current and previous voltage histories. The total num-
ber (i.e., count) of jets which belong to each of the sixteen
voltage history groups are calculated into 16 jet history count
buckets. A table, filled by the controller 110, lists the amount
of charge energy required for a jet 216 to reach the target
voltage for each of the 16 voltage history possibilities. The 16
required charge energies in the table are individually multi-
plied (i.e., weighted) by the number of jets 216 which belong
to their corresponding history group (i.e., the count in each of
the 16 history buckets), and the results of the multiplications
are summed to a weighted total energy. The weighted total jet
energy plus the energy required to charge a complementary
portion of the configurable capacitor to the same target volt-
age is used as the required charge energy for the print head
(i.e., Eqop) for the current charge cycle. The count in each of
the 16 history buckets of jet history is stored by the controller
charge transfer cycle for future readback as a data point for
analysis by the controller 110.

In some examples, if the drive voltage waveform shape
does not include a specialized pulse which is supplied to all
jets at a printed gray level of zero (e.g., a Meniscus Control or
Tickle pulse), then the last nonzero gray level for each jet is
stored rather than the last gray level, since zero gray level
pulses do not modify the jet’s voltage history.

In some examples, groups of piezoelectric capacitors 217
in different locations on the print head 216 have differing
charge-to-voltage properties. In such examples, a bucket of
counts of energized jets can be maintained for each group of
piezoelectric capacitors 217. A required amount of energy
can then be calculated for each group rather than for indi-
vidual jets.

In some examples, typical charge command pulse lengths
are in a range around a nominal value of 6 microseconds
(about 384 system clocks) to create a 130 v drive pulse,
depending on 48 v supply voltage, component tolerances, and
actual print head capacitance at the operating temperature.

In some examples, rather than calculating a charge com-
mand pulse length to achieve a certain energy level (and a
certain peak current) in the first energy storage element, a
calculation of a desired peak current may first be made for the
first energy storage element. The first energy storage element
is then charged through a current-sensing circuit to that con-
trolled peak current.

In some examples, it is important that the actual jet exci-
tation voltage (the leading edge of the drive voltage wave-
form’s trapezoid pulse) starts very soon after the host printing
system’s writing encoder trigger 356, or a fixed delay time
after the encoder trigger 356, or preferably a variable adjust-
ment period after the encoder trigger 356 which automati-
cally adjusts in length with encoder period (e.g., a constant
sub-pixel delay). Since the drive voltage waveform starts to
rise only after the end of the charge command pulse, and the
charge command pulse is of variable length, the drive voltage
waveform can not start immediately after the encoder trigger
356. Instead, the start of the drive voltage waveform is
delayed a fixed amount of time by control logic, or preferably
a fixed sub pixel delay time which automatically scales with
printing speed (i.e., a fixed fraction of the writing encoder
period). The first charge command pulse is scheduled by
control logic to end at the end of the delay period to start the
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drive voltage waveform transitions at the proper time. This
delay period is longer than the longest anticipated charge
command pulse including all tolerances. In some examples,
the delay period is longer than 9 microseconds.

In a third phase (3), the peak voltage 334 remains stored on
the print head capacitance 217 and configurable capacitor 218
until a discharge event occurs.

After a predetermined amount of time, the controller 110
commences a fourth charge transfer stage (4) in which the
peak voltage 334 on the piezoelectric capacitors 217 of the
jets 216 and the configurable capacitor 218 is discharged
using the discharge transformer 2144. This discharge of volt-
age into the discharge transformer 2145 causes a falling edge
336 in the drive voltage waveform.

To begin the fourth charge transfer stage, the controller 110
issues a discharge command pulse 338 of controllable width
to the discharge switch 222 of the discharge transformer
214b, causing the discharge switch 222 to close. When the
discharge switch 222 closes, the voltage on the capacitors
217, 218 declines toward zero volts in the form of the first
quarter-cycle of a quasi-cosine wave. The current in the pri-
mary winding L, ; of the discharge transformer 2145 simul-
taneously rises in the form of the first quarter-cycle of a
quasi-sine wave 340. For an ideal (i.e., linear) total print head
capacitance, the fundamental period of both the falling print
head capacitor voltage and the rising primary winding current
is 2myLC,_,_, where L is the inductance of the primary wind-
ing of the discharge transformer 2145 (e.g., 35uH)and C, ,,
is the total capacitance of the print head (e.g., about 145
pF*1024 jets). In some examples, the period is approximately
14 microseconds depending on print head parameters, tem-
perature and component tolerances. The actual falling edge
duration is one-quarter of that full period.

In some examples, not all of the voltage stored on the
capacitors 217, 218 is discharged. For example, For an ideal
print head capacitance, the actual final voltage V,; may be
expressed as a function of initial voltage V,, and discharge
command pulse length t (in seconds):

V= Vocos(

)

Solving for discharge command pulse length t (seconds):

r=VLC arccos(%)

Rescaling time in terms of system clock periods gives:

Op =FcVILC arccos(%)

where Q, is the discharge command pulse length measured in
system clock periods, and F . is the system clock frequency
(e.g., 62.5 MHz).

In some examples where the voltage on the capacitors 217,
218 is completely discharged, once the voltage has fallen past
zero volts, a commutation diode 243 connected across the
capacitors 217, 218 begins to conduct and maintains the cur-
rent accumulated on the discharge transformer’s primary
winding, clamping the voltage on the capacitors 217, 218 to
near zero until the discharge switch 222 is opened. In general,
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the commutation diode 243 allows the discharge switch 222
to be opened at a time after the voltage of the capacitors 217,
218 has reached zero volts rather than requiring that the
discharge switch 222 is opened exactly when the voltage of
the capacitors 217, 218 equals zero volts. In this way, the
commutation diode 243 simplifies the timing requirements
for the discharge switch 222. In some examples, commutation
diode 243 is not included in the energizer circuit 212.

Atthe end of the discharge command pulse 338, the energy
stored in the primary winding of the discharge transformer
214b is transferred back into the power supply 108 via the
secondary winding L, , of the discharge transformer 2145 in
the form of a linear ramp down to zero current 344. Due to the
presence of the commutation diode 243, the discharge com-
mand pulse 338 width may be a fixed duration if the goal is to
always discharge the capacitors 217, 218 to zero volts (i.e.,
such a discharge takes a fixed amount of time regardless of the
starting voltage, and in practice the discharge command pulse
338 may have a duration fixed at, for example, 20% longer
than a quarter of the approximate 14 microsecond fundamen-
tal period to allow for tolerances).

In some examples, the PZT capacitances associated with
the jets 216 vary with applied voltage and voltage history, so
the above equations are an approximation.

3 ADDITIONAL FEATURES

Referring to FIG. 4, a more detailed diagram of the ener-
gizer 412 and the print head 406 includes a power supply filter
448, a power supply analog to digital converter (ADC) 446, a
print head voltage ADC 452, and an overvoltage detector 450.

The power supply filter 448 receives input from the power
supply 108 and applies a filter (e.g., an analog L-C low pass
filter) to limit the rate of voltage variation presented to the
energizer 412, present a well-controlled and damped imped-
ance to the energizer 412, and serve as a reservoir for charge
and discharge current pulses, attenuating them before they
exit the energizer 412 through the power supply cabling. The
characteristic of the power supply filter 448 depends on the
equivalent series resistance provided by its series inductor
and fuse to damp the resulting [.-C-R network response. Input
power to the energizer 412 is limited (e.g., less than 250 mA
DC may be consumed under any printing circumstance), so
the filter inductance is physically quite small. In one example,
five 22 uF 63 v ceramic capacitors may be used.

The power supply ADC 446 and the print head voltage
ADC 452 are included to allow for accommodation of power
supply variation in real time, self-calibration for print head
and component tolerances, and drift of print head capacitance
with temperature. In some examples, due to the need for
real-time measurement, ADC total aperture and conversion
time of one microsecond or less is required.

The power supply ADC 446 measures the voltage of the
power supply 108 coming out of the power supply filter 448
immediately before each charge command pulse is generated.
The measured voltage is used to compensate (e.g., in hard-
ware) the subsequent charge command pulse length for the
effects of power supply variation. It is important to measure
the instantaneous power supply voltage just before each
charge command pulse is generated since the measured volt-
age and the power supply input filter’s frequency response
together provide the only immunity to power supply voltage
variation. The power supply voltage readings from this ADC
are also compared against upper and lower voltage limits by
the controller 110. The controller uses the result of the com-
parison to signal a supply voltage out-of-range error to the
host 102.
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In some examples, each reading from the power supply
ADC 446 is stored in a dedicated hardware register in the
controller. The register can be read for the purpose of report-
ing the power supply voltage to the host 102.

In some examples, the controller 110 includes a voltage
compensation table which is indexed using possible values of
the power supply voltage. The power supply voltage stored in
the register can be supplied to the compensation table to
retrieve a compensation value. The compensation value is the
inverse of its address in the compensation table at every entry
(i.e., 1/PowerSupplyVoltage). The compensation value is
provided to a multiplier which performs a final adjustment to
the charge command pulse width to null out the effect of
changing power supply voltage, since the desired charge
command pulse length varies inversely with power supply
voltage.

In some examples, an ADC may be used to directly mea-
sure the peak current achieved in the first storage element for
later use by the controller 110 to calculate and predict opti-
mum charge control timing values for subsequent operations.

The print head voltage ADC 452 measures the instanta-
neous voltage stored on the combined load of the print head
and configurable capacitors 417, 418 after each charge and
discharge event. The print head voltage ADC measures drive
pulse amplitudes as the drive voltage waveform progresses in
real time for software self-calibration of the energizer 412.
Besides its main use for tuning of the energizer 412, the print
head voltage ADC 452 also allows real-time detection of
unexpected load conditions (e.g., a missing print head, or a
printhead containing defective (short-circuited or open-cir-
cuited) piezoelectric capacitors which could result in the cal-
culated ConfigCoefficient value falling outside of a permis-
sible range or changing too rapidly.

In some examples, the print head voltage ADC 452 takes
readings before each charge command pulse begins, just
before each charge command pulse ends, just before each
subsequent discharge command pulse begins, and just after
each subsequent discharge command pulse ends for each
drive pulse. In some examples, the readings are stored in a
FIFO stack along with the jet “enabled” count (for 1-bit
operation) or 16-bucket jet history counts (for 2-bit grayscale
operation) for later read-back and regression analysis by the
controller 110.

In some examples, the controller 110 uses the stored mea-
surement results to periodically recalculate and adjust the
working estimate of the ConfigCoefficient variable and the
charge energy to voltage curves for the jet capacitances 217
and the configurable capacitance 218. In some examples, if
the controller 110 can not keep up with the actual firing
frequency of the drive voltage waveform, regression analysis
is performed on a sampling of the waveform data. For
example, the waveform data is sampled periodically to gather
data points which represent printing with many print head jets
enabled and few print head jets enabled over the range of
possible drive waveform voltages and voltage histories. This
allows the controller 110 to extract separate charge energy
requirements for the configurable capacitor’s ordinary
capacitance and for the nonlinear effective capacitance of the
jets 216 at the waveform voltages in use at the time.

The overvoltage detector 450 limits the maximum peak
voltage supplied to the print head 406 under fault conditions
to avoid damaging the print head 406. In some examples, the
voltage is limited to approximately 150 volts. In some
examples, the overvoltage detector 450 includes an NPN
transistor which signals the controller 110 when an output
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overvoltage has been detected. The controller 110 latches this
error and shuts the energizer 412 down by ceasing issuance of
charge command pulses.

In some examples, since the effective capacitance of the
jets of the print head varies with voltage and voltage history,
but the configurable capacitor’s capacitance does not, the
practice of “matching” the configurable capacitance against
the effective capacitance of the jets of the print head is not
straightforward. In some examples, a value of ConfigCoeffi-
cient may be chosen to match energy input to jets of the print
head and the configurable capacitor at a specific voltage and
history point (e.g. to charge from 0 to 100V after a recent
discharge from 100V to OV). Alternatively, ConfigCoefficient
may also be chosen to have the configurable capacitor 218
charge/discharge time constant match either the print head
capacitance charge or discharge time constant, but generally
not both. Instead, through jetting characterization, the value
of’ ConfigCoefficient would be chosen to stabilize jetting
characteristics, maintaining constant drop volume and time of
flight with varying print head energized jet count.

4 ALTERNATIVES

In some examples, the inductive energy transfer element
114 may include only a single transformer which both
charges and discharges the print head capacitors.

In some examples, inductive energy transfer elements
other than transformers are used to charge and discharge the
print head capacitors. For example, a pair of two-terminal
inductors could be used, or a single two-terminal inductor.

The drive voltage waveform described above includes a
series of isolated trapezoidal pulses. However, in some
examples, more complex pulse shapes such as a series of
several closely-spaced varying-amplitude pulses, or pulses
formed of a combination of stacked trapezoids (stepped
pulses) are used.

It is to be understood that the foregoing description is
intended to illustrate and not to limit the scope of the inven-
tion, which is defined by the scope of the appended claims.
Other embodiments are within the scope of the following
claims.

What is claimed is:

1. A method for regenerative driving of one or more trans-
ducers comprising:

for each of a plurality of driving cycles,

enabling one or more of the plurality of transducers for
driving and disabling one or more of the plurality of
transducers, resulting in a number of enabled trans-
ducers;

configuring a configurable capacitive energy storage
element based on the number of enabled transducers
to achieve a desired overall capacitance, the desired
overall capacitance comprising a sum of the capaci-
tances of the one or more enabled transducers and the
capacitance of the configurable capacitive energy
storage element;

transferring a predetermined quantity of energy from a
power supply to a first inductive energy transfer ele-
ment;

distributing the predetermined quantity of energy from
the first inductive energy transfer element, to the con-
figurable capacitive energy storage element and to
one or more capacitive energy storage elements of a
plurality of capacitive energy storage elements, each
energy storage element of the plurality of energy stor-
age elements being coupled to an associated trans-
ducer;
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transferring energy from the one or more capacitive
energy storage elements and from the configurable
capacitive energy storage element to a second induc-
tive energy transfer element; and

transferring energy from the second inductive energy
transfer element to the power supply.

2. The method of claim 1 wherein the first inductive energy
transfer element and the second inductive energy transfer
element are the same element.

3. The method of claim 1 wherein the configurable capaci-
tive energy storage element includes a plurality of selectable
capacitors and configuring the configurable capacitive energy
storage element includes selecting certain capacitors of the
plurality of selectable capacitors based on a set of configura-
tion bits.

4. The method of claim 1 further comprising determining
the predetermined quantity of energy based on a desired
voltage for application to the number of enabled transducers.

5. The method of claim 4 further wherein determining the
predetermined quantity of energy and configuring the config-
urable capacitive energy storage element is based on a desired
rate of change of the desired voltage for application to the
number of enabled transducers.

6. The method of claim 4 wherein determining the prede-
termined quantity of energy includes accounting for a history
of prior voltages applied to the number of enabled transduc-
ers.

7. The method of claim 1 wherein transferring the prede-
termined quantity of energy from the power supply to the first
inductive energy transfer element includes transferring the
predetermined quantity of energy to a first two-terminal
inductor and transferring the energy from the second induc-
tive energy storage element to the power supply includes
transferring the energy from a second two-terminal inductor
to the power supply.

8. The method of claim 7 wherein the first two-terminal
inductor and the second two-terminal inductor are the same
two-terminal inductor.

9. The method of claim 1 wherein each of the plurality of
transducers includes a piezoelectric element.

10. The system of claim 9 wherein the first inductive energy
transfer element and the second inductive energy transfer
element are the same element.

11. The system of claim 9 wherein the configurable capaci-
tive energy storage element includes a plurality of selectable
capacitors and the controller is configured to configure the
configurable capacitive energy storage element including
selecting certain capacitors of the plurality of selectable
capacitors based on a set of configuration bits.

12. The system of claim 11 wherein the controller is con-
figured to determine the predetermined quantity of energy
including accounting for a history of prior voltages applied to
the number of enabled transducers.

13. The system of claim 9 wherein the controller is config-
ured to determine the predetermined quantity of energy based
on a desired voltage for application to the number of enabled
transducers.

14. The system of claim 13 wherein the controller is con-
figured to determine the predetermined quantity of energy
and configure the configurable capacitive energy storage ele-
ment based on a desired rate of change of the desired voltage
for application to the number of enabled transducers.

15. The system of claim 9 wherein the first inductive energy
transfer element includes a first two-terminal inductor, the
second inductive energy transfer element includes a second
two-terminal inductor, and the controller is configured to
transfer the predetermined quantity of energy from the power
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supply to the first two-terminal inductor and transfer the
energy from the second two-terminal inductor to the power
supply.

16. The system of claim 15 wherein the first two-terminal
inductor and the second two-terminal inductor are the same
two-terminal inductor.

17. The system of claim 9 wherein each of the plurality of
transducers includes a piezoelectric element.

18. A method for regenerative driving of one or more
transducers comprising:

for each of a plurality of driving cycles,

enabling one or more of the plurality of transducers for
driving, resulting in a number of enabled transducers;

configuring a configurable capacitive energy storage
element based on the number of enabled transducers
and a desired overall capacitance;

transferring a predetermined quantity of energy from the
power supply to a first inductive energy transfer ele-
ment including transferring the predetermined quan-
tity of energy to a primary winding of a first trans-
former,

distributing the predetermined quantity of energy from
the first inductive energy transfer element to the con-
figurable capacitive energy storage element and to the
one or more capacitive energy storage elements of a
plurality of capacitive energy storage elements, each
energy storage element of the plurality of energy stor-
age elements being coupled to an associated trans-
ducer, including distributing the predetermined quan-
tity of energy from the primary winding of the first
transformer, via a secondary winding of the first trans-
former,

transferring energy from the one or more capacitive
energy storage elements and from the configurable
capacitive energy storage element to a second induc-
tive energy transfer element including transferring the
energy fromthe one or more capacitive energy storage
elements and from the configurable capacitive energy
storage element via a primary winding of a second
transformer, and

transferring energy from the second inductive energy
storage element to the power supply including trans-
ferring the energy from the primary winding of the
second transformer, via a secondary winding of the
second transformer, to the power supply.

19. The method of claim 18 wherein the first transformer
and the second transformer are flyback transformers operat-
ing in discontinuous conduction mode.

20. A system for regenerative driving of one or more trans-
ducers comprising:

a plurality of transducers;

a configurable capacitive energy storage element;

a first inductive energy transfer element;

a second inductive energy transfer element; and

a controller for operating the system through a plurality of

driving cycles, the controller configured to, for each of

the plurality of driving cycles,

enable one or more of the plurality of transducers for
driving and disable one or more of the plurality of
transducers, resulting in a number of enabled trans-
ducers;

configure the configurable capacitive energy storage ele-
ment based on the number of enabled transducers to
achieve a desired overall capacitance, the desired
overall capacitance comprising a sum of the capaci-
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tances of the one or more enabled transducers and the
capacitance of the configurable capacitive energy
storage element;
transfer a predetermined quantity of energy from a
power supply to the first inductive energy transfer
element;
distribute the predetermined quantity of energy from the
first inductive energy transfer element, to the config-
urable capacitive energy storage element and to one or
more capacitive energy storage elements of a plurality
of capacitive energy storage elements, each energy
storage element of the plurality of energy storage
elements being coupled to an associated transducer;
transfer energy from the one or more capacitive energy
storage elements and from the configurable capacitive
energy storage element to the second inductive energy
transfer element; and
transfer energy from the second inductive energy trans-
fer element to the power supply.
21. A system for regenerative driving of one or more trans-
ducers comprising:
a plurality of transducers;
a configurable capacitive energy storage element;
a first inductive energy transfer element including a first
transformer;
a second inductive energy transfer element including a
second transformer; and
a controller for operating the system through a plurality of
driving cycles, the controller configured to, for each of
the plurality of driving cycles,
enable one or more of the plurality of transducers for
driving, resulting in a number of enabled transducers;
configure the configurable capacitive energy storage ele-
ment based on the number of enabled transducers and
a desired overall capacitance;
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transfer a predetermined quantity of energy from a
power supply to the first inductive energy transfer
element including transferring the predetermined
quantity of energy from the power supply to a primary
winding of the first transformer,

distribute the predetermined quantity of energy from the
first inductive energy transfer element, to the config-
urable capacitive energy storage element and to one or
more capacitive energy storage elements of a plurality
of capacitive energy storage elements, each energy
storage element of the plurality of energy storage
elements being coupled to an associated transducer,
including distributing the predetermined quantity of
energy from the primary winding of the first trans-
former, via a secondary winding of the first trans-
former, to the configurable capacitive energy storage
element and the one or more capacitive energy storage
elements,

transfer energy from the one or more capacitive energy
storage elements and from the configurable capacitive
energy storage element to the second inductive energy
transfer element including transferring the energy
from the one or more capacitive energy storage ele-
ments and from the configurable capacitive energy
storage element to a primary winding of the second
transformer, and

transfer energy from the second inductive energy trans-
fer element to the power supply including transferring
the energy from the primary winding of the second
transformer, via a secondary winding of the second
transformer, to the power supply.

22. The system of claim 21 wherein the first transformer
and the second transformer are flyback transformers config-
ured to operate in discontinuous conduction mode.

#* #* #* #* #*



